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Materials, 1916 Race Street, Philadelphia, PA
19103. Copies may be inspected at the RSPA
Records Center, Room 8421, DOT head-
quarters building, 400 7th St. SW, Wash-
ington, DC 20590 or at the Office of the Fed-
eral Register, 800 North Capitol St. NW,
Room 700, Washington, DC.

Maximum extent practicable means the
limits of available technology and the
practical and technical limits on an
owner or operator of an onshore facil-
ity in planning the response resources
required to provide the on-water recov-
ery capability and the shoreline protec-
tion and cleanup capability to conduct
response activities for a worst-case dis-
charge of oil in adverse weather.

Non-petroleum oil means any animal
fat, vegetable oil or other non-petro-
leum oil.

Oil means oil of any kind or in any
form, including, but not limited to, pe-
troleum, fuel oil, sludge, oil refuse, and
oil mixed with wastes other than
dredged spoil.

NOTE: This definition does not include haz-
ardous substances (see 40 CFR part 116).

Other non-petroleum oil means a non-
petroleum oil of any kind that is not
an animal fat or vegetable oil.

Packaging means a receptacle and
any other components or materials
necessary for the receptacle to perform
its containment function in conform-
ance with the packaging requirements
of this part. A compartmented tank is
a single packaging.

Person means an individual, firm,
corporation, partnership, association,
State, municipality, commission, or
political subdivision of a State, or any
interstate body, as well as a depart-
ment, agency, or instrumentality of
the executive, legislative or judicial
branch of the Federal Government.

Petroleum oil means any oil extracted
or derived from geological hydrocarbon
deposits, including fractions thereof.

Qualified individual means an indi-
vidual familiar with the response plan,
trained in his or her responsibilities in
implementing the plan, and authorized,
on behalf of the owner or operator, to
initiate all response activities identi-
fied in the plan, to enter into response-
related contracts and obligate funds for
such contracts, and to act as a liaison
with the on-scene coordinator and

other responsible officials. The quali-
fied individual must be available at all
times the owner or operator is engaged
in transportation subject to part 130
(alone or in conjunction with an equal-
ly qualified alternate), must be fluent
in English, and must have in his or her
possession documentation of the re-
quired authority.

Transports or Transportation means
any movement of oil by highway or
rail, and any loading, unloading, or
storage incidental thereto.

Vegetable oil means a non-petroleum
oil or fat derived from plant seeds,
nuts, kernels or fruits, not specifically
identified elsewhere in this part.

Worst-case discharge means ‘‘the larg-
est foreseeable discharge in adverse
weather conditions,’’ as defined at 33
U.S.C. 1321(a)(24). The largest foresee-
able discharge from a motor vehicle or
rail car is the capacity of the cargo
container. The term ‘‘maximum poten-
tial discharge,’’ used in § 130.31(a), is
synonymous with ‘‘worst-case dis-
charge.’’

[Amdt. 130–2, 61 FR 30541, June 17, 1996, as
amended by 66 FR 45378, Aug. 28, 2001]

§ 130.11 Communication requirements.

(a) No person may offer oil subject to
this part for transportation unless that
person provides the person accepting
the oil for transportation a document
indicating the shipment contains oil.

(b) No person may transport oil sub-
ject to this part unless a readily avail-
able document indicating that the
shipment contains oil is in the posses-
sion of the transport vehicle operator
during transportation.

(c) A material subject to the require-
ments of this part need not be specifi-
cally identified as oil when the ship-
ment document accurately describes
the material as: aviation fuel, diesel
fuel, fuel oil, gasoline, jet fuel, ker-
osene, motor fuel, or petroleum.

§ 130.21 Packaging requirements.

Each packaging used for the trans-
portation of oil subject to this part
must be designed, constructed, main-
tained, closed, and loaded so that,
under conditions normally incident to
transportation, there will be no release
of oil to the environment.
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